Previous studies demonstrated that the use of thermal mass in buildings can contribute to reduce the energy demand and improve the thermal comfort. The thermal mass effect strongly depends on the properties of the materials facing the internal environment. High thermal capacity and conductivity are vital to achieve the desired effects. Concrete have both and it is a common building material. However, scientifically sound experimental studies that quantify the effects in a controlled environment are scarce. The aim is to study the effects of thermal mass on indoor environment and comfort in a quantifiable way in an extensive experimental campaign where comparative measurements were carried out in The ZEB TestCell Laboratory in Trondheim, Norway. The facility consists of two identical real-weather exposed rooms the size of a single person office. One of the rooms was constructed with a 70 mm thick concrete flooring, the other with an 18 mm wood-flooring. Free-floating temperature propagations were measured in different natural ventilation scenarios. The results showed that peak temperatures were notably reduced in the test room with the concrete flooring. During the warmest periods, a temperature peak reduction of more than 10% was found compared to the wooden-floored room.
Introduction
In order to fulfil the goals of the Paris agreement, buildings of the future will be met by stricter and stricter demands for energy reductions. However, it is important that an improved energy performance does not compromise the comfort of buildings. A mayor driver for innovation and progress in the building sector is driven by governmental or international regulations. The Norwegian building regulations, it is assumed that measures to reduce local cooling demands are taken to meet the energy regulations [1] . Introducing thermal mass in a building as such a measure are much discussed. The thermal mass of a building determines its ability to store heat energy, as either sensible or latent heat, and this in turn can have a large influence over indoor temperatures, power requirements and occupant comfort [2] .Thermal mass will increase the building's inertia making it possible to reduce peak temperatures during the warmer periods of the day. The building can become less responsive to sudden changes of outdoor temperature. If designed properly, a coordinated use of the thermal mass and the energy systems can make it possible to store and release thermal energy in a diurnal or slightly longer cycle. This is in line with the conclusions from Høseggen [3] , who state that the main advantages of thermal mass are smaller temperature amplitudes during the day and thus a more comfortable indoor climate.
The thermal mass activation depends on several factors. Material properties such as thermal conductivity of the exposed layer and the specific heat capacity [2] determine the thermal diffusivity of the concrete (i.e the speed of which thermal energy are being absorbed and released in the concrete). Heavy materials (like concrete) will thus be able to absorb a large part of energy from solar radiation and even out temperature oscillations in the room [2] .
The effect of thermal mass on the behaviour of a building is a complex phenomenon being dependent on the material-related properties, climatic conditions and the resulting heat gains, losses and storage in the building materials and finishing. Although this phenomenon have been studies extensively [4] , the number of experimental campaigns aimed at describing these phenomena using comparative monitoring campaigns are scarce [5] . According to a paper from 2008 [6] , two such campaigns had been carried out [7] , [8] . This is confirmed by [5] in 2018 which points to the same studies. Is addition to these, a study from 1998 [9] have been identified. Here, measurements from three test buildings were presented. It was found that the peak temperature of the test building with a heavy concrete exterior-and partitioning walls were lowered by more than 3°C compared to a lightweight building during a warm spell (outdoor temperature of 35°C). The effects of using a concrete floor as thermal mass is not studied. Additionally, these studies present results from buildings with poorly insulated structures and the need for scientifically sound, high-quality comparative experiments relevant for today's building standards are imminent. This paper presents the results of the first phase of an extensive experimental campaign aimed at quantification of the effects of a thermal mass on the internal thermal conditions of a single person office cubicles. Further studies are planned on investigating the effects on the energy demand for maintaining a comfortable thermal climate in the test cells.
Test Facility

The ZEB Test Cell Laboratory
The measurements were carried out in the ZEB Test Cell Laboratory at the Norwegian University of science and Technology (NTNU) in Trondheim, Norway [10] . The facility ( Fig. 1 ) is constituted of two identical rooms with dimensions of a typical single office space: (W x L x H): 2.4m x 4.2m x 3.3m. Each test room is suspended in a guard space and can exchange heat only through the facade. The facade includes a window with dimensions (W x H) 2.02m x 2.09 m facing South. The specifications of the facades are summarized in Table 1 . The solar heat gain coefficient (g-value) of the glazing unit is 0.38 and the visible light transmittance (T vis ) is 0.59. The remaining part of the façade is a wood-frame construction with an insulation thickness of 250 mm. The walls, ceiling and floor of each test cell facing the surrounding guard-room are made of prefabricated sandwich panels (0.6 mm stainless steel sheets and 10 cm thick injected-polyurethane foam) with a U-value of 0.23 W/m2 K. The cell is suspended from the floor of the main building, leaving an air gap of approximately 0.5 m under the cell. The two test cells and the two guard rooms have independent HVAC systems. The experimental facility is originally designed for testing building envelope systems against outdoor conditions either in comparative or calorimetric tests. Anyway, the large number of sensors, the redundant equipment, and the flexibility in hardware and control system makes it an ideal environment for testing the interaction between HVAC system, building envelope and building component in general.
Instrumentation
For the experiment presented in this work, a 70mm thick floor was constructed with concrete tiles, each of dimension circa 700mm x 800mm, while the other cell was equipped with an 18 mm tick wooden floor (Fig. 2) . The surface temperatures in the room are recorded by 15 T-type thermocouples placed on the ceiling, and the East, West and North walls. 4 thermocouples are placed on the glazed surface of the window while two of the tiles are instrumented with thermocouples on the upper and lower surfaces. The radiant temperature is measured by a black globe thermometer suspended in the centre of the room, at a height of 1.5m with a distance of 2.4 m from the window. Air temperature is measured by means of 5 Pt100 thermometers. These are placed on two masts, one at the centre of the room, the other at one corner 600 mm from the walls. The central mast is equipped with three Pt100 thermometers respectively placed at 100, 600 and 1100 mm from the floor, while the corner mast holds 2 Pt100 at 600 and 1100 mm from the floor. The temperature difference between the upper and the lower part of the concrete floor is measured by mean of two pairs of type T thermocouples in two points along the central axis of the room at distance of respectively 1.4 m and 2.8 m from the window. Heating and cooling is carried out respectively by a radiator and a fan-coil. Thermal energy flow through the water lines is measured on each of the four circuits by a Kamstrup Multical602 energy meter. On the facility roof is mounted a weather station that continuously logs all weather parameters.
The rooms are illuminated by neon tubes for a total power of 180W each cell. To simulate the office occupant, a 100W mannequin is used. Both mannequin and lights are controlled by the main computer with an on-off based schedule, from 8:00am to 4:00pm in weekdays, off during the weekends. All sensors, power sockets consumption, controllers' activities and machines (i.e. water pumps) are continuously logged with a sample time of 60 seconds. Heating and cooling systems are controlled according to the internal air temperature. The radiator is active in the temperature band between 21º C and 23º C, while the fan coil between 24º C and 26º C. 
Test procedure
For this test the ventilation ducts of the rooms were sealed, the windows kept closed, and no solar screen was used. Data logging started 2 days after sealing the cell doors, to give enough time for the concrete floor to stabilise its temperature. The data were acquired from June 22 nd to July 4 th . During this period the outdoor temperature varied in a range of roughly 18° C. All data were logged with every 60 seconds.
Results
The measured globe temperatures of each test room and the outdoor temperature are reported in Fig. 3 for the whole duration of the experiment. As mentioned, the outdoor temperature had a wide variation during the time of interest. The blue curve indicates the radiant (operative) temperature registered in cell A (wooden floor), while the red curve represents the radiant temperature in cell B (concrete floor). The diagram shows how the indoor temperature variation in case of concrete floor is reduced over the whole investigation period. The daily temperature peaks in sunny days show that the temperature in cell B is up to 10% inferior of the temperature in cell A. During the night, in the same days, the temperature in cell B is slightly higher. During a colder period, between June 28 th and June 30 th where low solar radiation entered the rooms, daily peaks are negligible. Nevertheless, it is evident how the cell equipped with concrete mass registers a higher temperature, also here the difference is quantifiable in circa 10%. Measured temperatures above and below the concrete tiles are shown in Fig. 4 . One can see that the peak temperature below Tile 1 (closed to the window) is approximately 5C higher than that of Tile 2 (in the back of the room). This suggest that a substantial part of the thermal mass of the concrete tiles directly affected by solar radiation have been activated. Following this, it can be argued that an even larger amount of thermal mass could have been utilized in the room. 
Conclusions
We have carried out measurements on how an exposed concrete flooring influence the temperature levels in a large-scale laboratory test facility. These measurements were compared to measurements in an identical (and adjacent) test room with a wooden particleboard flooring. The rooms were set up to mimic office cubicles. The registered data showed that the introduction of thermal mass, in the form of concrete tiles, in one of the test cells gave a significant impact on the temperature propagation in the room. Compared to the cell with a wooden flooring, higher peak temperatures in the considered period were reduced by an average of 7% (2.5°C) up to 10%. Lower peak temperatures were increased by 1.5% on average. This leads to a more comfortable temperature levels for potential users of such rooms. Additionally, it can help to reduce cooling demands during warm periods in office cubicles like this. Furthermore, it was found that the thermal mass capabilities of a 7 cm thick concrete flooring can be activated for the measured climatic conditions and that an even larger effect on reducing peak temperature could have been achieved using a thicker layer of concrete. Further studies aim at studying how thermal mass influence the heating and cooling demands to keep the temperature levels within a set boundary to maintain a good thermal comfort. Additionally, the measurements will be used for calibration of a simulation model with an aim to upscale the measurements for use on whole buildings.
